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In order to improve the product and for regulatory compliance, the technical specifications, appearance and equipment described 
in this document may be subject to change without prior notice.

TS SERIES
SWEEP CHAIN
CONVEYOR
Reliable performance, construction quality, easy 
assembly: the perfect solution
Ideal for handling cereals, oilseeds and pulses, and used for the complete emptying of storage silos, Metalmont 
TS conveyors stand out for their construction quality and represent an important alternative to traditional sweep 
augers, allowing the total removal of the material from the silos and the complete cleaning of the surface.

RANGE from 30 to 80 t/h
Available also in the ATEX 22 and 21 version according to the classification of the Zone made by the customer

METALMONT.IT
  1 / 4TS SERIES



43

21

In order to improve the product and for regulatory compliance, the technical specifications, appearance and equipment described 
in this document may be subject to change without prior notice.

•	Sturdy sheet metal construction with load carrying 
capacity

•	Motorized wheel for the forward moving along the 
silos circumference

•	Toothed idler wheel
•	High resistance steel idler shaft 
•	Supports with self-aligning ball bearings shielded 

and lubricated with high-performing grease
•	Counterweights to balance the forward moving of 

the machine

•	Protecting cover for the motorgear
•	Rotating plug for feeding the motorgear
•	Sturdy construction
•	Double screw chain tensioner
•	Tensioning slide
•	Supports with self-aligning ball bearings shielded 

and lubricated with high-performing grease
•	Toothed driving wheel
•	High resistance steel driving shaft

•	Folded links scraping chain made of special steel, 
complete with hardened steel bushings and pins

•	Special scraping paddles made from rubber, for full 
emptying and cleaning of the silo

INTERMEDIATE ELEMENTSSCRAPER CHAIN

TAIL END
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MODEL U.M. TS-030 TS-050 TS-080

Flow rate* t/h 30 50 80

Chain speed m/s 0,7 0,7 0,7

Chain pitch mm 63 100 125

A Driving element length (head) mm 1.000 1.000 1.000

B  Idler element length (tail end) mm 500 500 500

H Case height mm 380 440 520

We Case external width mm 230 300 350

Wi Case internal width mm 160 230 280

Case thickness mm 3÷6 3÷6 3÷8

L Intermediate element length mm lengths according to silos diameter

*Flow rate referred to s.w. wheat 0.78 t/m3; RH 15%; impurities: 2%
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DISTINGUISHING
FEATURES 

Efficiency:
•	Maintaining product quality through 

gentle handling
•	Better cleaning compared to the 

traditional augers with a minimum 
residue of product at the base of  
the silo

Safety:
•	Advancement system designed  

to move safely and evenly,  
without slipping

Convenience:
•	Minimum use of labor force thanks to 

the almost total cleaning of the silo
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